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Sharp notch testing of aluminum alloys at room temperature are
reported as not being appreciably sensitive to the rate of
loading provided strain rates normally used for tensile testing
are employed. This testing is performed to provide a NTS/YS ratio,
an accepted, accurate measure of fracture toughness in aluminum
alloys. In general, NTS/YS ratios exceeding 1.25 indicate high
toughness properties.

The notch fatigue tests, Kt'3 were conducted with an Amsler
resonance fatigue machine operating at a frequency of 100 cps.
All tests were conducted in lab air at r = 0.1.




Progress and Results

Ve Powder Characterization

The various prealloyed powders used for this investigation were
ailr atomized. Atomized powders were chosen because they are:
readily available commercially,solidified with a high solidifi-
cation rate (10% to 104 K sec™), easily producible with medium*

to fin&" average particle diameters (APDs), and irregularly shaped.
Figures 7,8 show the fineness of the solidification structures
which have an average 2.4 um dendrite spacing. The dendrite arm
spacing (DAS) ranges from approx. 1.2 to 3.5 um for 2024 particles
and to 3.75 um for 7075 particles, figure 9. The powders were

also examined with a CAMBRIDGE STEREOSCAN S4 30KV (max.) scanning
electron microscope and found to be irregular, slightly -
elongated, rounded and have some porosity, figure 10. The size
distribution for the 7075 alloy L powder with an 88 um APD is
shown in figure 11, and for the 2024 alloys D through G powders

with 117, 82, 44, and 36 um APDs respectively, in figure 12.

2. Powder Compaction

2.1. Cold Isostatic Compaction

The effect of prior cold (room temperature) isostatic compaction
on final mechanical properties was investigated for 2024-T351
alloy E. A comparison was made between P/M products produced by

25 : 1 direct extrusion (96% red. in area) at 753 K, from green
compacts of 80 % density (isostatic pressed) and 58 % tap density
(vibration compacted). Mechanical property data from both products
show no significant effect of the cold isostatic compaction, how-
ever from the 4 samples tested a slight ductility increase appears
to have resulted from the isostatic compaction.

Compaction UT8  ©0.28 ¥8  0.2¢ CYS | R.A. e (In 4D) | NT5/YS
(T351) (MPa) () g

Isostatic 494 382 393 27.8 17 .0 1.42

Vibration 492 382 392 24.5 15.6 1.40

* - 100 + 325 mesh (149 to 45 um)
*%* _ 325 mesh (11 um)

SRR - N




Figure 7: Representative sample of the dendrite arm spacing (DAS) in
"as atomized" 2024 alloy E powder. Partial central porosity and rounded
surfaces are noticeable in the embedded and polished powder (above).
The DAS size range is observed in the 80 % dense, cold isostatically
pressed green compact (below).
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Figure 8: Representative sample of the dendrite arm spacing (DAS) in
"as atomized" 7075 alloy L powder. Partial porosity can be seen in the
embedded and polished powder (above), especially noticeable in the

larger particles. The large size distribution between the 2024, figure 7,
and 7075 powders is readily apparent.
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80 % dense
Sample shown

for the 2024 P/M alloy E is representative also of the

Representative structure of the
7075 P/M structure.

cold isostatically pressed green compact.

Figure 9:




L

2024
(APD 44 um)

500x

7075
(APD 88 um)

200x

Figure 10: Representative SEM pictures for characterization of the
irregular, slightly elongated 2024 (above) and 7075 (below) powders.

As a whole, no significant difference exists between the 2024 and 7075
powder shapes, the 2024 picture (above) was selected because of the ]
surface detail that is provided by the particle in the lower left of

the picture.
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2.2. Hot Isostatic Compaction

An investigation of the 2024 alloy E response to hot isostatic
pressing (HIPing) was conducted. The powder was cold iso-
statically pressed, canned, and evacuated in the manner previous-
ly described for hot compaction. The canned green compact was
HIPed at 713 K for 2h under a pressure of 132 MPa, figure 13.
Subsequent property investigations revealed a non-ductile

product having a density of 2.63, - 103 3 (94.3 % dense) and

2
a tensile yield strength equal to the material's 188 MPa ultimate

kg~m-

strength. In addition, 1 mm @ blisters were observed on the
surface of products which were SHTed.

The tensile fracture surface of the HIPed product appears very
similar to the cold isostatic pressed surface as viewed in the
SEM, figure 14. It is apparent that significant densification,
particle shearing and rewelding of fresh metal surfaces, has

not taken place. In particular, the smaller particles have not
been subjected to sufficient shearing and extension of the metal
to metal contact area, but rather restructured to form semi-

continuous, low density planes or weak zones.

2.3. Hot Unidirectional Compaction

P/M products from the 2024 alloy E were produced without any

hot working (deformation) operation after hot pressing and
examined in the T351 condition. This production procedure
follows steps 1 through 8 previously outlined but omits step 6 -
hot working.

The P/M products were compacted by:

(1) unidirectional hot pressing® in the VAW extrusion press at
753 K with 615 MPa applied for 10 min (dwell) yielding a
71 mm @ x 144 mm billet - after removal of canning
material - and a density approaching 100 %, and

*A slight amount of buckling of the can occurred along the first
40 mm from the blind die causing an extra 2 mm to be removed
from the diameter along this length.
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tensile fracture
surface of a non-
ductile hot iso-
statically pressed
product

93 % dense
UTS = 0.2% YS = 188 MPa

cold isostatically
pressed

80 % dense

Figure 14: SEM fractographs of 2024 alloy E powder after hot
isostatic pressing (above) and cold isostatic pressing (below).
Zones of weakness caused by low density planes are readily
apparent in the HIP structure. Surface buldges in cold pressed
powder are possibly due to internal gas pressure in the central
porosity, figure 7. Similarity in material surfaces shows lack of
oxide breakage and metal to metal welding for both conditions.
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Fq (2) HERF unidirectional hot impact compaction with DFVLR's
' Dynapak at 753 K with 4.75 - 106 Joule-m-'2 {5.00 - 107 Joule-m-3)
yielding a 69 mm @ x 62.5 mm billet - after removal of

4 canning material - and a density of 2.806 - 1O3kg-m-3.

These two methods of hot compaction were chosen to simulate the

t two general classifications of forging processes - impact
forging by HERF hot impact compaction and press forging by hot
pressing - in order to investigate the material's response to

" ~ conventional, economical manufacturiny processes. The slower

deformation process, press or creep forging, is known to produce
superior mechanical properties in I/M aluminum alloys whereas
the impact or hammer forging process has the potential for in-

£ creased rate of production.

Table 2 lists the properties of these hot compacted products

and figures 15 and 16 display their notched fatigue behavior for
a stress concentration factor (Kt) of 3. The notched fatigue
strength at 107
represents a significant fatigue strength advantage over the

cycle of 125 MPa for the hot pressed product

impact compacted product. A more definitive fatigue strength
at 107 cycles for the impact compacted product was prevented

because of the limited number of test specimens which could be

obtained from one impact compacted sample, however, it is

6 2

significant that for hot impact compaction at 4.75 10" Joule-m

the notched fatigue properties are not as good as the hot pressed

product's properties. Furthermore, the hot pressed products’
fatigue strength is significantly better than I/M products for
the same heat treatment - 125 vs 105 MPa - as will be discussed
later under extrusion of 2024 P/M.

SEM Fractographic examination of tensile specimens from the hot
pressed product, figure 17, shows that a considerable increase
in the degree of metal/metal area has been produced over the
HIP process, figure 14. Even though an outline of some of the
prior powder particles and possible slight porosity is evident,
the hot pressed product's strength approaches that of the 25 : 1

extruded product's strength. The typical i/M transgranular dimple
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Compaction uTs 0.2% YS e (4D) R.A. density NTS/YS
process (MPa) (MPa) (%) (%) (103-kg'm-3)
pressed
2024*-T351
1 longitudinal 473 377 15.4 11.2 2.79, ¥.-37
transverse 477 374 150  11.2 2.79, 1.43
impact
2024*-14 449 323 14 .3 9.6 2.806 ~

NG A T :

*alloy E - 82 um APD

Table 2:

Properties of Unidirectional Hot Compacted P/M Products.
( All properties measured in the longitudinal direction (L) unless

1 otherwise indicated. For extrusions, (L) is the same as the
: extrusion direction. )




*sat1o4o (Ot 3e BdW GZ| 30 Yyizbusxizs anbriey e burmoys
s3onpoad pessaad 3oy I LoTTe |GEL-$ZOZ W/d POSSaI3s TeTxe Jo adouewrojyiad snbriel Yos30N GL 2Inbtg

S313AD
g0t 0 e Ol 4,0l
—  (ERES SaNeR 3 1 - ey [EaE | 1 — 1 [ R | 1 - 1 : | 1 1 —‘ 1 1 1

WWEED = SNIAVY  HOLON
%9 =
>
i <
—— — — p— o o e -4
———O > n
’ -4
i 1S,
i
g
0
WD} jou pIp =—o N
ay gyl % o o9 —00¢ =
€= % SI VY o
o= 4 « sl SIN =3
ZHOO0I= 4 « LLE SAZD 3
DdW €47 SLN s

(d3uDuosal) YIFISWY  cw- 6% O L6Lz=0
WNIGNLIONOT W 3z15 Uibig o
lIoMp ‘uwQ, DJWGlg W28 OdV Jopmod 0S¢
MESL PISSald 1oH ISEL -920Z Wid
[DUoHd2uIpIUN




*s3T1040 nop 3 BdW G6 3O Uy3zbusiys snbrieI wnwixew e burmoys s3zonpoad
pa23oedwoo 3joedwt woll I AOTTe pL-yZ0Z W/d pOsSsSai3ys [erxe 3JO souewrojziad anbriel UYo3oN 9| ainbta

SAI0LD
0L
s

i i

o

<3
>
le.
=
-
=
wn
l
2
m
)
N

|'Dy jou pip

ny vl LB

m = f o\o m.q» < W_

_‘.OH J o " mhz

ZHO0L= «5 EZE SAZ0

\ : Ddil 677 SILN
(32uDuosaJs ) YISV ~w- 63 oL %gz=d

IYNIGNLIONOT & €3215- uinig

A /3INOr OL-SL'Y wrlzg Qdv J42pmod
#ESL pPapoodwo) jo0dw 71 -9202 W/
JDUOI}23JipIUN

ARULL N




rty comparison I1or
lent yield strengths

YT

ed P/M
473 MPa
377 MPa
I (101) 125 MPa
ation 12 %
1 1¢ D %
1€ | {
I )

KV20

Figure 17: SEM tensile fract iphs ect 1ally hot pressed
2024-T351 alloy E powder. A slight a Nt pPOY O y can be seen in
the lower fractograph even t 1gh  d¢ t irements indicate a 100 %
dense product. Less than ‘ e t actu surface area was of
the typical transgranular d , 1ptul . hown i the upper fracto-
graph. Powder particle's size, shape, face area appearance in
Figure 10 compare favorably ‘ ‘ 2 ¢ eatureless areas in the
lower fractograph indicating incomj { ler particle bonding. This
featureless intergranular/particle fractu: epresented slightly more
than 50 8 of the total fracture surfac
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fracture structure represents less than 50 % of the fracture
area of the hot pressed ten~ile specimen. This nonhomogeneous
fracture structure indicat..:s that insufficient shearing of
the oxide surface and welding of metal to metal surfaces,
necessary to produce a coherent material, has occurred.

3 Hot Working

Substantial metal flow is imparted to the hot compacted
material primarily to increase the ductility and toughness,
however, significant increases in strength and therefore
fatigue can also be obtained from hot working. As used here,
hot working is therefore not a primary consolidation process,
but is used to produce material of theoretical density having
a severely worked structure.

3.1. 2024

3.1.1. Hydraulic Extrusion Pressing

The primary hot working method used for this investigation has
been press extrusion. It was selected because it produces uniform
metal flow. An investigation of extrusidén processing parameters

- % reduction and preheat temperature - was conducted to obtain
optimum properties from sound P/M products. Two additional
extrusion parameters, the influence of lubrication and die angle,
were not investigated. Earlier work of Gurney et al.(49'54)
showed that only when no lubrication was applied,were sound,
extruded P/M products consistently produced. The square edge
die, which is the common industry practice for extrusion of

(71¢) (56)

alumlnum and which has been demonstrated by Jdncke

(42,46,57)

and Sheppard and Chare to be effective for aluminum

P/M, was directly employed for this investigation.

The percent reduction studies ranged from 90 % to 98 % reduction
in area and were conducted at the usual hot extrusion tempera-
tures for unrecrystallized I/M 2024, between 693 K and 753 K.
Figure 18 shows the results of this study as evaluated by strength
and ductility,and figure 19 the notch tensile strength and notch
tensile strength yield strength ratio (NTS/YS). The highest

el e L
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strengths with acceptable ductility properties are obtained
with reduction in areas between 95 and 97 %. Reductions of

90 % also produced equivalent strength levels, although
slightly lower; however, fractography of the tensile fracture
surface revealed a fine net work of transverse cracks and a
possible outline of the original powder particles. It is
therefore to be predicted that the transverse mechanical
properties of 90 % reduced products would not be optimum. 5
Fractographic analysis of 95 % and 96 &%, 20 : 1 and 25 : 1 '
reduction ratios respectively, P/M products showed no differences
between I/M and P/M fracture surfaces. Because the 25 : 1 ratio
could be employed to produce more useable final products from
the same starting material than the 20 : 1 ratio, and because
ratios greater than 25 : 1 limited the types of mechanical
property evaluations which could be examined from the same
extruded stock, the 25 : 1 reduction (16 mm @) was selected as
the standard for further testing. Figure 19 also shows that ?

i

from a fracture toughness view, there is no significant
difference between the NTS/YS in the longitudinal direction
for 90 %, 10 : 1 reduction in area ratio, and the 95 % or 96 %
reductions. Table 3 is a complete listing of the mechanical
properties and corresponding extrusion processing parameters.

Investigation of the preheat extrusion temperature, figure 20, B
by tensile strength and ductility revealed that two preheat |
extrusion temperatures produce the best P/M product. Extrusion ‘
with preheat temperatures at 753 K, slightly below the SHT, and

at 643 K produced excellent strength with acceptable ductility

and fracture toughness properties compared to I/M products, the

latter temperature yielding the most improved strength properties.
Fracture toughness, as measured by NTS/YS, does not indicate any
significant difference between the 643 K and 753 K preheat.

Sroduct Extrusion | UTS 0O.2% ¥S | R.A. el(in 4D) | NTS/YS E
(T351) preheat
temperature
(K) (MPa) 2 (MPa)

>/M (alloy E) 643 618 487 21 16.0 i P -

>/M (alloy E) 753 581 440 22 163 139 74,200
(/M (alloy A) 693-723 492 377 28 20.0 1.45 73,500
(/M (alloy C) 643 491 368 26 £5.0 193 -

i ‘ —— M‘_—‘
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Tensile test results for the 643 K preheat extrusion treatment
were investigated from three products to insure that property
improvements do indeed result from this preheat temperature.

The compressive yield strength was also investigated as a

function of preheat temperature,and as expected follows the

same trend as tensile strength, figure 21. The longitudinal

stress relief, stretching, increases the longitudinal tensile

yield strength,but due to the Bauschinger effect the longitudinal
compressive yield strength is reduced. Consequently, the compressive
yield strength values shown here can be increased by about 3 %

if the 1% % stretch is not employed, i.e. a T? treatment. The
effect can be increased to about 5 % if the 15 $ stretching is

done after the aging treatment or practically eliminated if

stretched between SHT and an artificial aging treatment. -~
extrusion ¢
preheat )

product temperature 0.2 % CYS E (comp)

(T351) (K) (MPa) (MPa)

P/M alloy E 643 432 75,700

P/M alloy E 753 393

I/M alloy A 693-723 280 73, 400

I/M alloy C 643 287

The optimum P/M processing treatment imparts a 44 % increase in
the compressive yield strength over I/M treatments.

Concerning notch fatigue behavior, Kt=3, the P/M products
produced with the optimum extrusion processing parameters
demonstrated significant 33 % improvement over the I/M alloy
products, figures 22-25, The results indicate a fatigue strength
at 107 cycles of 140 MPa for the P/M alloy E product extruded

at 643 K versus 105 MPa for the various I/M alloys. This

represents a significant improvement in the high cycle faticgue
(HCF) behavior for this alloy with a T351 treatment.
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The slight differences in the insoluble intermetallic phase, iron
and silicon contents, between I/M alloys A and B did not develop
any observable trend for the notch fatigue run out stress,
figure 22 and 23. Both alloys appear to have a 105 MPa fatigue
strength level at 107 cycles under the conditions tested. From
the limited number of test specimens investigated, the following
observations can be made concerning the I/M alloys tested:

(1) the degree of scatter above the 120 MPa stress level is much
smaller for the super purity base material, alloy B, and

(2) in the LCF to HCF transition range, 5-10% to 5-10° cycles,
the scatter tends to show a better mean fatigue response for the
commercial purity base alloy, alloy A.

The P/M alloy appears to have a much flatter fatigue response
compared to the I/M alloys. Since the P/M alloy's fatigue strength
was increased, this flatness appears to produce a slightly poorer
LCF response for the P/M products, figures 24 and 25. Because

only a few LCF fatigue specimens were tested, the extent of the
LCF response degression, if any, cannot be quantified. This LCF
difference may indeed only be the width of the scatter band at
these higher stress levels.

In a manner similar to the tensile properties, the fatigue strength
for the P/M products was found to be dependent on the preheat
extrusion temperature. Fatigue specimens from material extruded
after the 643 K preheat treatment exhibited a fatigue strength

of 140 MPa at 107 cycles, figure 23, while a fatigue strength
between 125 and 130 MPa (at 107 cycles) was exhibited by specimens
from the P/M extrusion product preheated to 753 K, figure 24.

Preliminary fatigue results of specimens from control I/M

alloy C, which was also 25 : 1 extruded with a 643 K preheat,

are in good agreement with the fatigue strength range of the

other I/M alloys tested. Thereby substantiating the HCF improvement
of 2024 P/M over I/M independent of extrusion preheat temperature.

=
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3.1.1.1. Product Surface Finish

Excellent extruded product surface finishes were obtained for
all extrusion processing conditions examined. Typical direct
extrusion product speeds for 16 mm @ bars are:

preheat extruded product
temperature speed'
DS mm/min.
753 385
643 130 (constrained by press capacity)
3.1.1.2. Thermomechanical Treatment

The natural aging response of 2024 P/M alloy E to a thermomechanical "
treatment (TMT) was investigated to determine if the extruded P/M
materials hardening response had been exhausted. This investigation

;e

was deemed of interest because of the jump in strength properties
of the naturally aged P/M material compared to I/M materials.

In 2XXX series commercial aluminum alloys,precipitation is
nucleated on dislocations. The 2XXX series aging response is
therefore accelerated by strain hardening of the SHTed material.
Consequently, the dislocation density of the P/M product was
increased by stretching directly after SHT. Results shown below
indicate that the hardening potential of the naturally aged
extruded product has not been exhausted as an additional 22 &
increase in yield strength by finer precipitation is possible.
Indeed further increases in strength by artificial aging are also
possible. Although not tested in a TMT condition, it is to be
expected that the compression yield strength will also show similar

improvements.
condition|extrusion deforma-
(25:1 ex-| preheat tion UTsS 0.2% Y¥YS RA e NTS/YS
trusion) |temperature | (stretch)
(K) (%) (MPa) (%)
T35 753 Tl 581 440 221 16.3 1.39 i
7357 753 Te? 611 539 1.4 9.7 | 1.08 :




i

An attempt to optimize the material's response for TMT has not

been undertaken. However, it is anticipated that further strengch
increases can be obtained 1f a 643 K extrusion preheat temperature
were employed. The decrease in longitudinal fracture toughness, as
measured by the NTS/YS ratio, is to be expected from the increased
yield strength and decreased ductility. Even though the NTS/YS

value has dropped below 1.25, the material retains an acceptable, |
although poorer fracture toughness.

I:iLeds HERF Impact Extrusion

A limited HERF impact extrusion study with 2024 P/M alloy E was also
performed. All impact extrusions were conducted with a 643 K pre-

heat temperature and with percent reductions of 83.2 % and 85.4 %. ik
Products of greater percent reductions, trials of 88 %, 90.4 %, and

95.5 % reductions, were examined and found to contain deep circum-
ferential cracks around the newly extruded surface. These cracks v
result from the high deceleration stresses at the end of the impact :
extrusion cycle. Die angles other than 180° were employed to reduce

the deceleration effect but without much success.

Mechanical properties of P/M products produced by means of HERF
impact extrusion were in general not as improved as by hydraulic
press extrusion. Consequently, the greater hot working portion of
this investigation was accomplished by press extrusion instead of
impact extrusion.

Condi~- |processing| UTS 0.28% ¥S 0.28% C¥S| R.A. elong.|NTS/¥95 E
tion reduction
in area

(%) (MPa) (%) (MPa) |
P/M-T351 83.2 492 370 284 34.8 21x7 1.44 b1 400 ‘
P/M-T351 85.4 482 362 357 41.4 26.7 1.49 ’ ]
P/M-T851 85.4 473 430 - 48.0 14.0 1.44 - |
I/M-T351 85.4 473 361 260 §1.0 233 1.49 - f
I/M-T851 85.4 480 450 - 22.0 1.0 1.44 - |

In general, for the same processing treatments the impact extruded
P/M products display better properties than I/M products. The P/M
T851 heat treatment is suspect because of the high ductility values

and rather low UTS compared to P/M T351 values.
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aahiad, Effect of APD

The influence of the initial powder size was investigated with
2024 P/M alloys D, E, and G having the same chemical composition ‘
and APDs of 117, 82, and 36 um, respectively. The results of

this investigation have proven inconclusive, as shown in table 4.

The P/M products from which test specimens were machined, were |
all direct extruded with a 25 : 1 ratio and a 753 K preheat j
temperature, and given a T351 heat treatment. Alloy E, 82 um APD,
has slightly higher strength and lower ductility properties than
_ the other two alloys. This is due to the higher oxygen content

1 for alloy E. The NTS/YS fracture toughness indicator shown here
is not very sensitive to the increased oxygen content as the
oxide particles are elongated in the test direction and therefore

cannot be expected to have very much influence on the longitudinal
NTS/YS ratio. The notched fatigue strengths for the 117 and 36 um APD
alloys appear to be increased over the higher strength 82 um APD
alloy; in fact, the fatigue strengths approach the 140 MPa value
found for optimal processing conditions of the 82 um APD alloy E,
i.e. 743 K preheat.

Investigation of the influence of APD is continuing. Alloy F, 44 um
APD, will be compacted, extruded, and examined in order to clarify
the trends observed to date. In addition,oxygen content analysis
of all three alloys will be repeated by neutron activation analysis.
Of particular interest is the exceedingly low oxygen content found

: for the 36 um APD alloy. This finding is in direct contradiction

b to the highest oxygen content being normally associated with
highest particle surface area, or lowest APD, and with the density
measurements, table 4. Since the three alloys have identical

chemical composition and since the density of aluminum oxide is
approximately 45 % greater than that of aluminum, the lowest
density, not the highest, should correlate with the lowest oxygen
content as determined for the 36 um APD powder.
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3.2, 7075

3:3:10, Hydraulic Extrusion Pressing

Press extrusion was the only hot working process used to
investigate the 7075 P/M alloy. The processing parameter
investigation was conducted in a manner similar to that for

the 2024 P/M alloy except the 25 : 1 direct extrusion ratio

was employed without further investigation. The straightforward
selection of the 25 : 1 ratio was based on the results of
Gurney et al.(49'54) for 7075 rotating electrode produced
powder (REP) and the earlier findings for 2024 P/M alloys

since commercial processing practices for both 2024 and 7075
I/M alloys are similar(71c’72).

In contrast to the response of P/M 2024 over the 753 K to 613 K
extrusion range investigated, results indicate the strength
properties of P/M 7075 continue to slightly increase as the
extrusion preheat temperature is decreased in increments of

30 K, figure 26 and table 5. However, it appears that for
preheat temperatures lower than 580 K strength properties will
decrease in a manner similar to that found for P/M 2024 and
Gurney's findings. This upward trend in strength as the preheat
temperature decreases from 743 K to 613 K, in contrast to P/M

2024, can be explained by the enhanced recrystallization
resistance of the I/M 7075 alloy over the I/M 2024 alloy. The
compression strength response of the 7075 P/M alloy L to
extrusion preheat temperature, figure 21, is similar to the
tensile strength response.

Over the range of preheat temperatures investigated, the frac-
ture toughness indicator NTS/YS remains constant. As the yield i
strength increased with decreasing preheat temperature, the |

notch tensile strength also increased, figure 27. The vacuum |
degassing of the 7075 P/M alloy developed good longitudinal ‘

fracture toughness, but not outstanding values as have been

;
reported(23) for the vacuum preheat processing of Al-Zn-Mg-Cu-Co | 5

P/M alloys.
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An investigation of the P/M alloys artificial aging response

was conducted by hardness measurements to investigate if there is
a difference in the artificial aging character, figure 28. Of
particular interest was the effect of oxide and fine grain size.
The P/M alloy's aging response was found to be similar with that
of an 7075 I/M alloy. Both alloys reached the same maximum hard-
ness value in the same time frame. The increase in the amount of
grain boundary precipation due to increased volume of grain bound-
aries, and loss of hardening potential caused by precipitation on

the oxide,does not noticeably effect zone hardening potential in
P/M 7075.

A strength and ductility investigation of a 7075 I/M alloy H,
laboratory ingot, was also conducted. This alloy was cast with

a similar chemical composition to P/M alloy L, particularly iron
1 extrusion
ratio and a 643 K preheat treatment. Results of this investigation ]
show outstanding properties for this I/M alloy in the T651 condi-

and silicon content, and also processed with a 25 :

tion. ?
alloy extrusion | UTS 0.28 0.28 | R.A. e NTS | NTS/¥S| E E (comp)
7075-T651| conditions Y cYs
(MPa) (%) (MPa) (MPa)
H (I/M) 643K, 25:1 | 671 622 626 17.3 14.0] 805 1.29 71,700 71,400
L (P/M) 643K, 25:1 ] 679 627 594 14.5 12,6 782 1.25 |72,900 73,300

These results for the P/M alloy represent a significant improve-
ment over the strength values obtained by Gurney et al. for 7075
REP powder extrusion. To complete the property characterization,
notch fatigue and stress corrosion testing of alloys L and H are
currently in progress. Since these two alloys have equivalent
yield strengths, their notch fatigue behavior will be of interest
in determining if there is a fatigue advantage to the small
grained, homogeneous microstructure of the P/M alloy L. Similarly,
the stress corrosion response of these two alloys will also be

of interest because inherent to these P/M alloys is their more
chemically homogeneous microstructure.
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s P S Overaging Response

A brief mechanical property investigation of the 7075 P/M alloy's
response to overaging was conducted to determine if the fine
microstructure or oxide particle distribution has any gross effect.
The P/M alloy's hardness response, figure 28, indicated a consider-
able decrease in hardness as overaging progresses. Consequently,

it was of interest to evaluate this decrease quantitatively. The
overaging treatment employed was selected because of the wealth

of background data: (1) T7351, 6h 394 K plus 8h 451 K'/3)
(2) a prior to peak age(74) treatment T651X 70h 394 K(73). Mechanical
property data from specimens aged according to the above stress
corrosion resistant temper indicate the 7075 P/M alloy retains a
slightly better strength than the I/M alloy upon overaging and
exhibits considerably more ductility. Therefore, the finely dispersed
oxide particles show an effect of impeding the diffusion controlled
overaging pcocess.

and

Condition UTS 0.2% YS 0.2% CYS R.A. e NTS/YS
7075 (MPa) (%)

P/M alloy L* T651 683 631 594.5 20:5 ./ 18, 1 1.20

P/M alloy L T651X 682.5 630 606.7 12.6 10.4 1.18

P/M alloy L T7351 516.8 469 455.8 42.8 17.1 1.34

I/M extruded T6517 570 500 - - 8.0 1.27

I/M extruded T7351% 485 420 - - 9.5 1.50

I/M r73*t 524 455 - - 7 -

* 713 K preheat, 25 : 1 extrusion

typical values for I/M extrusions after Hyatt
(73)

(75)

e patent values

Overaging of the 7075 alloy decreases both the ultimate tensile
and yield strengths as the 2 to 3.5:10 2
and an increase in the amount of the semi-coherent n' (MgZnz) or M

um ordered zones grow

phase occurs. At the same time the ductility parameters increase but
typically disproportionately. to the reduction in strength.
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Contrary to these expected results, the P/M alloy exhibits a

considerable increase in ductility and retention of strength

as overaging progresses. The longitudinal fracture toughness

of the P/M alloy 1s acceptable but considerably below typical
values of extruded 7075 I/M. A significant part of this results
from the high overaged strength.

4. Density

Density measurements were made for most of the variations in

P/M processing, table 6. In addition, a 2024 and a 7075 control
sample were produced by separately melting and casting a pilece
from extruded products of alloy E and alloy L under argon. The
control was hot worked, sectioned, and metallographically
examined before density determinations. In this way the control
sample would reflect the density for the identical alloy content
of the P/M products.

Results indicate that all P/M products with the exception of

the aforementioned HIP product attained 100 8 full density. Each
value represents a minimum of two measurements with the uncertainty
shown by subscripting the last decimal digit. Exact volume measure-
ments were made by the displacement of water.

Values for the specially cast I/M alloys C and H, with composi-
tions similar to the ¢/M alloys, have been included for comparison
purposes.

Because of the disparity between the indication from the measured
density value and the SEM fractograph for the hot pressed 2024
product, it is necessary to supplement the density values with
examination of a polished, unetched sample in the SEM when 100 %
density is indicated. Examination of the polished sample with

SEM allows for easier interpretation between porosity and com

pletaly or partially removed nonmetallic inclusions/insoluable
intermetallics. |
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Analysis of Out-Gas Products

(30) concerning high strength P/M products

Earlier work by Otto
congluded that vacuum hot compacting at a temperature above the
SHT temperature must be employed in order to avoid hot shortness
during subsequent hot working and to allow full transverse mechanical

(4) (49,54) have

properties to be developed. Roberts and Gurney
attempted to develop high strength aluminum P/M products with
excellent properties by evacuating a canned green compact and
compacting at moderate temperatures, between 590 K and 644 K, to
avoid deleterious agglomeration of the finely dispersed, small dis-
persoid particles. These dispersoid particles result from the

transition alloying elements - namely chromium in 7075 and manganese

in 2024 - added to enhance corrosion resistance, improve thick section
precipitation response by reducing quench sensitivity, and inhibit

recrystallization and grain growth. However, both Roberts and later

Gurney have reported that even though a good vacuum of 1.3-10"2 Pa

or better was obtained and the extruded billet appeared sound, the
transverse properties of heat-treated products would not be optimum
due to either the observed microscopic porosity or presence of
transverse and longitudinal cracks. Further, Roberts found by

nuclear magnetic resonance (NMR) techniques that the water contamcna-
tion was reduced to an undetectable level after 1 hour at 616 K and
4-10-2 Pa. Consequently, it was of interest for this report to
analyse selective out-gas products to determine why vacuum pre-
heating at the SHT temperature or above yielded good transverse
properties, while attainment of a good vacuum at moderate tempera-
tures, which eliminated the water content, failed to yield good trans-

verse properties.

Out~gas products analysed by partial pressure determinations

were water vapor, oxygen, hydrogen, and nitrogen. Hydrogen was
especially of interest because it is the only gas having
measurable solubility in aluminum. The dissolved hydrogen content
in the aluminum matrix should not be a significant factor

of concern if proper melting and atomizing practices are
followed. However, the surface oxide which forms uuring
solidification is very reactive and physically adsorbs water

as well as chemically forms hydrates of water. When the “owd:r

is reheated some of the water reacts with aluminum or magnesium

to form hydrogen. Since a source of hydrogen is therefore
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present within the oxide, it was important to analyse its
partial pressure temperature response as well as that of the
water vapor. If significant solubility of hydrogen within the
aluminum powder had occurred, diffusion of atomic hydrogen and
evolution of molecular hydrogen would occur during the high
temperature stage of the vacuum preheat treatment.

Analysis of nitrogen was a control measurement which reflected
the entrapped gas content and interconnection of porosity with
temperature. Analysis of nitrogen partial pressures reflected
evacuation trends of the original entrapped gases versus those
which resulted from the release and partial disassociation of
the oxide's chemically and physically bonded water.

Partial pressure analyses of the 2024 and 7075 canned green
compacts revealed similar trends, figures 29 and 30. For the 7075
green compact, the water vapor's recorded maximum partial pressure
of 1.3-10"% Pa occurs at a temperature of 473 K. With continued
evacuation and heating, a partial pressure reduction to 2-10-9 Pa
at 659 K is attained; further heating to 823 K only reduces the

water vapor's partial pressure to 1.5-10-10 Pa at a total pressure

of 10-4 Pa. (The equilibrium partial pressure for water vapor in

the evacuation system was determined to be 6.4-10-11 Pa at a

total pressure of 10"4 Pa.) These findings are in agreement

with the results of Roberts(4), as discussed earlier.

The results of the water partial pressure analysis for the 2024
compact are similar to that for the 7075 compact. They also show

a significant drop in partial pressure between 543 K and 659 K

from the 10~ % Pa maximum to the 10~7 Pa level. Slight further
partial pressure decreases are obtained at the 766 K SHT temperature
hut they are not significant in comparison to the reduction

obtained between 543 K and 659 K.

The results for both alloys with regard to water, oxygen, and
njtrogen show similar trends. That is, in the temperature range
from 543 K to 659 K the near maximum in interconnected porosity
is reached and the greatest reduction of partial pressures for
these out-gas products 1is attained.
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Selective Partial Pressures for 7075
Green Compact Evacuation
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With regard to hydrogen, the maximum partial pressure of
2.7-10-7 Pa in 2024 and 1.6-10_7 Pa in 7075 was recorded at

723 K. From these recorded maximums, both alloys showed sharp
drops in hydrogen partial pressure at their respective SHT
temperatures. These sharp partial pressure decreases are
1.3:107'0 pa at 766 K for 2024, and 4.9-107'° pa at 743 K for
7075. For 7075, heating to 783 K showed slight further hydrogen

s Pa which thereafter

partial pressure reductions to 1.6-10
remained constant up to 823 K. Conseguently, the majority of
hydroger. has been removed at the respective SHT temperatures,
and it is necessary to vacuum preheat near the SHT temperature
range, the higher the temperature the better, in order to

adequately reduce the alloy's gas content.

For both alloys the relationship between atomic and molecular
oxygen was reversed from that which is predicted by the thermo-
dynamic equilibrium partial pressure relationship between the
two. Additional analyses with a second ion gauge confirmed this
relationshipr and a brief theoretical thermodynamic analysis of
the complex relationship between th: partial pressures of the
various reacting gases and tendency for further oxidation did
not reveal an explanation for this inverse relationship.

Repeated partial pressure analysis (not shown) served to confirm
the general shape of the curves shown in figures 29 and 30. With
the addition of new data points to these figures, all curves
tended to be of the rounded shape displayed in figure 29 for water
and oxygen partial pressures. Additional measurements for tempera-
tures up to 823 K (not plotted) show very little further decrease
in partial pressures than those already shown at the respective

alloy's SHT temperature, except for the partial pressure of water

in the 7075 compact which decreased to 1.5:101°

7.3-10719 pa at the 743 K SHT temperature.

Pa at 823 K from

o % i Evacuation Pressure Analysis

Throughout this report it has been emphasized that pressure measure-
ments have been made at room temperature in the vacuum chamber
rather than in the compact. Consequently, it was of interest to




determine the variation of vacuum pressure with distance: !

(1) within the compact, and (2) along the evacuation line

from the compact to the vacuum chamber. This determination was
of special interest because of the potential evaporation of
zinc and magnesium at the evacuation temperatures and pressures
employed in this investigation, figure 31.

An investigation of a 7075 canned green compact showed there

was a vacuum pressure attenuation of five orders of magnitude be-

tween the vacuum chamber and a distance behind the compact

equal to the length (and diameter) of the evacuation tube on

the front of the can, figure 32. Further evaluation revealed

slightly less than an order of magnitude pressure attenuation be-

tween the vacuum chamber and the end of the flexible steel

evacuation hose (25 mm @ in x 600 - 750 mm) and approximately

a further order of magnitude pressure attenuation along the v
aluminum evacuation tube (8 mm @ in x 550 - 600 mm) from the
steel hose connection to the front of the 80 % dense green
compact (70 mm @ in x 200 mm). The flexible steel hose is
necessary to allow movement of the can for pinching and cutting.,
while the length of the evacuation tube is necessary tc protect
the synthetic VITILAN vacuum O-ring between the steel hose and
aluminum tube from excessive temperature and also to provide
enough length to insure that the compact is in a uniform
temperature zone in the furnace.

Consequently, a total vacuum pressure in the vacuum chamber of

104 Pa is indicative of approximately 10”2

Pa at the front of
the green compact and approximately 1 Pa (7.5'10“3 torr) at the
far end of the compact. This difference is not considered
significant for development of full properties from the compact,
as Otto(3°) has shown that full properties can be developed
without property differences for vacuum pressures® between

2.6 Pa and 1.33.10"2 Ppa.

*The location of the pressure reading devices were not specified.




Figure 31 indicates that at the temperatures and pressures
employed for this investigation, evaporation of magnesium and
zinc could be expected. However, a wet chemical analysis for

an extruded product which had received the long time homogeniza-
tion - vacuum preheat treatment showed no difference in zinc

and magnesium compositions from the prealloyed 7075 powder melt
composition. In addition, microprobe analysis showed no differ-
ences along the transverse direction for cross sections removed
at various distances along the extruded bar. Therefore, if
evaporation had occurred, it was not sufficient to significantly

affect the final properties of the products investigated.
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Discussion

This investigation was aimed at determining the influence of
process variables upon the metallurgical factors which control
the structure-property relationships in high strength 2024 and
7075 aluminum P/M products. In addition, it was designed to
capitalize on the excellent work already in the literature
concerning high strength aluminum P/M alloys with the goal of
extending this knowledge, especially in the field of fracture
mechanics and fatigue crack growth.

1. Prealloyed Atomized Powders

The selection of irregularly shaped air atomized powders was
based on Gurney et al.'s(54) results with round REP powders
and the findings of Lyle(21) for producing high density
aluminum P/M products. The irregular shape of the powders
results from the oxide formed during solidification hindering
surface tension controlled spheroidization. These irregularly
shaped particles provide elongated voids which readily close
during pressing and/or extrusion shearing in contrast to
near spherical voids, which form at the interstices of:

reqgularly shaped particles and do not readily close.

.1, Atomization

(76)

Based on the findings of Bardes and Flemings and

(77)

Matyja et al. , the average 2.4 um secondary DAS of the

powder used in this investigation signifies that the particles

3 1

experienced an average solidification rate (U) of 5-10° K-sec
These empirical findings for aluminum alloys have been shown
to be dependent on density, only slightly influenced by the
nature and content of solute elements, and independent of

grain size or structure,

The small DAS and fine interdendritic network of the powder
particles' solidification structure, figure 7, is a result
of the high degree of supercooling which occurred during the
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atomization process. The supercooling results from the high
solidification rate and is responsible for a finer, more uniform
dispersion of the intermetallic constituents in the P/M product
than in the I/M products investigated. The effect of this fine
solidification structure on mechanical properties depends on the
alloy system,

1.1.1. 2024 Alloy

Atomization can reduce the growth of or even eliminate some of
the second phase intermetallics. Lebo and Grant(48) have shown
that microsegregation and formation of the brittle AlCuFeMn
intermetallic second phase in 2024 can be essentially suppressed
by splat cooling (U = 10* to 10° K.sec”! and respective

DAS = 3 to 0.67 um). Even though the volume fraction of second
phase particles between their I/M and P/M products remained
unchanged, P/M strength parameters increased up to 18 % without
any loss of ductility. Results of the current investigation with
atomized powders (U = 5-103 K-sec.1 and DAS = 2.4 um) indicate
that considerable suppression of the AlCuFeMn also occurs. An
average 32 % increase in strength for P/M relative to I/M products
occurs with a disproportionately small decrease in ductility
(R.A. decreases from 26 % to 21 %). However,SEM fractographs of
tensile fractures indicate that the oxide is not thoroughly
dispersed in the extruded product from splat cooled powders.
Coarse shears are assoclated with oxide film fragments from
original splat foils, whereas the tensile fracture of extruded
products from atomized powders is completely highly dimpled and
characteristic of a highly ductile structure. In addition, the
splat cooled powders contained approximately twice as much
insoluble iron and silicon content, and grain sizes were

significantly larger than those of the atomized powder products

(;Eékio 135 um versus 10 to 2 um). Nevertheless, in comparison

to I/M products, the fine solidification structure of the higher
solidification rate 2024 splat cooled powders shows significantly
more ductility improvements for equal strength than is shown by
the solidification structure of atomized powder products.




T.1:2 7075 Alloy

3 6 1

In the case of 7075, solidification rates from 10° to 10° K-sec
do not cause any significant suppression of the equilibrium
(impurity) iron and silicon intermetallic second phases. Instead,
high solidification rates produce an interdendritic network of
these insoluble intermetallics which results in their fine,
uniform dispersion in the final P/M product. The equilibrium
dispersoid E phase (Cr2Mg3Al18) is initially suppressed, but
precipitates to a very fine dispersion during subseguent metal
processing.

The longitudinal 7075-T651 tensile properties of the extruded
laboratory cast ingot (DAS 70 - 100 um) show no effect of

the somewhat coarser, insoluble intermetallic second phase over

the tensile properties of the P/M extrusion. Solidification and
(78-82) of I/M 7075 have shown that through
elimination of undissolved second phases by special ingot processing
and limiting iron and silicon contents to 0.01 w/o each, it is
possible to maintain strength, reduce anisotropy, and increase
ductility related mechanical properties. Specifically, a 7075=T6
alloy relatively free of second phases, shows R.A. values of

homogenization studies

26 to 40 % without any grain size refinement (grain sizes of

50 to 200 ym). In comparison to the fine grained 7075 products

of the current investigation, it is clear that the fine, undissolved
second phase dispersion resulting from atomization, reduces
ductility rather than enhancing it (I/M R.A. = 17.3 % and

P/M R.A. = 14.5%)

Since the I/M and P/M 7075-T651 alloys used in the current investi-
gation are of equivalent yield strength and chemistry, the ongoing
notch fatigue tests will evaluate the influence of the atomized
powder's structure on fatigue crack growth. Mulkerin and
Rosenthal(az) found no significant difference in 7075-T6
longitudinal smooth fatigue behavior between a product

processed to produce an extremely low concentration of un-
dissolved second phase (0.053 v/0) and a commercial alloy. There-
fore, 1f the ongoing notch fatigue tests show different fatigue




performances, it will be an indication that the manner in
which the intermetallic second phase is dispersed, influences
the crack growth rate.

b I Prealloying

When P/M technology is employed as a manufacturing technique,

the mechanical properties that can be developed from prealloyed
atomized powder surpass those which can be obtained from elemental
blended powders. The fine solidification structure of the pre-
alloyed powder develops superior properties to those which result
from alloying by diffusion. Bhattacharyya and Kulkarni(ss) have
isothermally forged a component from -100 mesh (149 um) elemental
blended 7075 alloy powder. They have found longitudinal tensile
properties in the artificially aged T6 condition which are only
slightly better than those which were developed in the current
investigation by vacuum hot pressing the lower strength 2024
alloy and testing in the naturally aged condition.

alloy powder uTs 0.2% YS elongation
(MPa) (%)

forged
7075~T6 elemental 497 435 8.9

pressed
2024~T351 prealloyed 473 377 12,0

An examination of the tensile properties of a hot pressed component
made from prealloyed 7075 powder is presently being conducted to
afford a direct comparison. However, the current results from

the lower strength 2024 alloy demonstrate the benefit of the

high solidification rate in producing a chemically more homogeneous
product. Clearly, the full potential of the high solidification
rate process to increase alloyability has not been investigated

in order that the influence of minimized macro- and micro-
segregation can be investigated.




Za Vacuum Preheat Treatment

Todevelop high strength, the 2024 and 7075 alloys must be

solution treated and quenched. During the SHT porosity, blistering,
and delamination can develop if the gas content of the P/M
product has not been previously reduced. Lyle and Cebulak(zs) have
used preheat treatment temperatures slightly higher than the
alloy's SHT temperature but below that which causes excessive
coarsening of constituent particles.

Following the successful vacuum preheat treatment work of

1(68) with aluminum powder, several investigators

Dromsky and Lene
have attempted to employ this treatment to reduce the gas content
of prealloyed powders. However, because there are significant
differences between the oxides of the aluminum and prealloyed
aluminum powders, the vacuum preheat treatment has not always

proven successful in sufficiently reducing the gas content.

Amorphous(83) hydrates of aluminum oxide (AlyOy'n H20) form
on aluminum powder. Upon heating, this oxide transforma(67)
to vy Al;03 and releases its adsorbed and hydrated water content,
some of which is evolved as water vapor and some of which reacts

with the aluminum(71a)

to yield hydrogen. In the case of the
prealloyed powders, an amorphous oxide(zs) forms as a result
of the selective oxidation of the alloying elements. According
to thermodynamic considerations, free energy of formation data
predicts the oxidation of the 2024 and 7075 major alloying
elements in the following order : MgO, Al;03, 2ZnO, Cu0, and
CuO. Otto(3°) has examined the surface of an Al-Zn-Mg-Cu alloy
powder particle by Auger analysis during sputtering of the
particle. His findings of increased Mg and Zn concentrations
within the first 10" 0 m of the surface, confirms the selective
oxidation of the alloying elements. An additional ductile

of MgO is subsequently formed(36'69) during the
vacuum preheat treatment on top of the initial amorphous
oxide, further hindering the release of water vapor and

hydrogen. In addition, the preferred selective oxidation
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of magnesium serves to further increase the hydrogen gas

content. Lyle and Cebulak(zs) have reported the presence

of hydrogen and either argon or nitrogen in high strength
aluminum P/M products fabricated by either flowing argon

or nitrogen preheat treatments.

The employment of a vacuum preheat treatment reduces the
likelihood of argon or nitrogen being entrapped within the
final P/M product. However, the partial pressure analysis
reveals that unless a vacuum preheat treatment with

sufficient time at or above the SHT temperature is used,

a sufficient gas content (predominantly hxdrogen) will be
present to cause blistering and delamination during subsequent
SHT. Times equivalent to 24 h at 743 K have been determined
for 7075 to be sufficient for elimination of blistering and
delamination; times equivalent to 24h at 766 K for the 2024
alloy are also sufficient. These times do not represent

a minimum evacuation time at the alloy's respective SHT tempera-
ture. An additional investigation is planned to determine
minimum times.

Jones(64) has reported that vacuum-preheat and subsequent
compaction treatments are responsible for porosity reductions

as well as improved ductility and fracture toughness properties
as a result of breaking down the oxide film. Results of the
current study show that vacuum processing is indeed capable of
reducing porosity but improvement in fracture toughness has

not been found. Investigation of the equal strength 7075 I/M

and P/M alloys shows no longitudinal fracture toughness improve-
ment as a result of P/M processing.

3 Mechanical Properties

The longitudinal mechanical properties of the naturally aged
2024 P/M alloy are significantly improved beyond those of the
I/M alloy in the artifically aged condition, with the exception
of fracture toughness. The reduction in fracture toughness,

which i1s to be anticipated with the large strength improve-
ments, is not critical, as the NTS/YS ratio of 1.37 for the
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high strength P/M product is still indicative of a good
fracture toughness property. Through optimum processing,
the P/M alloy's notch fatigue strength has been improved
to the smooth fatigue strength for the I/M alloy (140 MPa).
These property improvements are the result of an enhanced
precipitation response and a fine grained (2 um), annealed
structure. A micrograph of this fine structure is shown in
figure 33.

Unfortunately presentation of a sharp, clear micrograph at
this time is not possible. As has been mentioned by Roberts

(3a)

the fined grain structure presents a significant problem to
find an etching reagent which reveals the grain structure
without attacking the fine grains. Interpretation of figure 33
can be confusing as it appears that significant porosity

remains in the P/M product. Consequently, two other structures
which have not been as heavily etched are presented in figure 34
as evidence of the lack of porosity. Figure 34 clearly reveals
the fine dispersion of the impurity iron and silicon second
phases. The grain growth resistance can nevertheless be
recognized in figure 33.

Recrystallization resistance was observed in P/M 2024 up to a
97 % reduction, figure 18, with partial recrystallization and
subsequent decrease in textural strength occurming for a 98 %
reduction. The longitudinal tensile strength increases shown
in figure 18 for reductions from 90 to 96 % result from in-
creased texturing.

The reason for the increased tensile strength of P/M 2024 with
a 643 K preheat is presently beéing pursued metallographically,
both optically and with the transmission electron microscope.

Preliminary findings indicate that the degree of partial recrys-
tallization increases in the P/M 2024 as the preheat extrusion
temperature decreases. The 2024 P/M alloy appears to be much
more recrystallization and grain growth resistant than the

I/M alloy.
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Figure 33: Representative microstructure of 2024-T351 P/M alloy E
extruded 25 : 1 at 643 K. The etching reagent has
attacked the fine grained material to produce what
appears to be a porous structure, compare with figure 34.
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Figure 34: Representative microstructures of 2024-T351 P/M alloy E
extruded 25 : 1 at a preheat temperature of 643 K
(above) and 653 K (below). 3




Micrographs of the 7075 P/M alloy also reveal a grain growth
resistant structure independent of the preheat extrusion
temperature (613 to 743 K), figure 26. The structure retains
a very fine grained condition leading to the high strength.

The decrease in ductility properties in figure 26 at a 743 K
extrusion preheat temperature is attributed to a slightly
flawed structure. At this temperature the material's shear
strength was not high enough to accommodate the excessive
amount of shear in the matrix near the dispersed oxide
particles which occurred during extrusion processing.

As the extrusion preheat temperature decreases from 743 K, the
strength increases due to the attenuation of dynamic recovery.
The slight strength increases over the range of temperatures
investigated appear to result only from substructure
strengthening.

The percent deformation investigation was initiated with a 10 : 1

reduction because Roberts(4)

reported unscund heat-treated P/M
products produced with reduction ratios less than 10 : 1 and
because Lyle and Cebulak(25'26) had successfully used the 10
ratio. However, the isotropic strength properties developed by
the 2024 hot pressed product are equivalent to the extruded I/M
values; ductility properties of the P/M product are good but
about half those of the I/M values. Consequently, it is predicted
that only a 6 : 1 reduction will increase the P/M longitudinal
strength and ductility properties to approximately the same
values obtained for 10 : 1 reduction. A 6 : 1 ratio is the
practical minimum employed for commercial 2024 I/M products,

(54) to have yielded sound

and is also reported by Gurney et al.
7075 P/M extrusions prior to heat-treatment. Gurney has also
reported that unidirectionally hot pressed billets from 7075

REP powders have insufficient integrity to allow machining,

with failure occuring solely at interparticle boundaries. These
results are in sharp contradiction to those of the similarly
produced 2024 unidirectionally pressed billet whose notch fatigue

behavior is improved over that of the 2024 I/M material (125 MPa




for the P/M product versus 105 MPa at 107 cycles). This differ-
ence is the result of the greater metal flow and subsequent

oxide fragmentation which results from compaction of irregular
powders. Even the limited amount of metal flow which occurred
in the 2024 HIPed product showed more integrity than can be
developed from hot pressing of REP powders.

The 19 % improved notch fatigue behavior of the unidirectionally
hot pressed 2024 P/M billet, in comparison with the equal strength
I/M product, indicates that an inherent fatigue improvement may
result from the fine, atomized solidification structure. A

smooth fatigue investigation of equal strength, extruded 2024

P/M and I/M products is planned to distinguish if this fatigue
strength improvement is the result of slower crack initiation

or growth rate.

The longitudinal notch fatigue behavior of the optimum P/M
processing condition for naturally aged 2024 shows an 33 %
improvement over the naturally aged 2024 I/M products (140 MPa
versus 105 MPa for 107 cycles). This represents a significant
improvement as no other approaches have been able to increase
the notch fatigue behavior of this alloy. Lebo and Grant(48)

had reported a 14 % smooth fatigue improvement at 106

cycles

for splat cooled, naturally aged 2024. However, such improve-
ments can also be accomplished by thermomechanical processing,
but without subsequent improvements in the notch fatigue behavior.
Similarly, Lyle and Cebulak (20,22,24) have reported smooth
fatigue improvements by P/M alloy development, in contrast to
equal strength I/M 7075-T6, but the notch fatigue character

of these alloys was equal to that of 7075-Té6.

As an additional source of information to aid in endurance limit
dete:mination, fatigue specimens which did not fail were re-
tested at 170 MPa to determine if microstructural fatigue

damage had occurred. In general, specimens initially tested at
the endurance limit stress level were "trained", and required

a higher number of cycles to failure when retested at the

170 MPa maximum stress level than fatigue specimens which were
used to establish the 170 MPa fatigue strength. Specimens
which were initially tested at 5 or 10 MPa below the endurance
limit stress level,did not appear to have suffered any

shil
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fatigue damage, and in general, failed within the normal
170 MPa scatter range. These results have not been recorded
on the fatigue diagrams presented within this report.

Conclusion

The results of this investigation verified the expectation
that the P/M approach to alloy development can yield high
strength aluminum products with improved capabilities. In
particular are the high strength and notch fatigue properties
developed in the naturally aged 2024 products, and the higher
grain growth resistance in both the 2024 and 7075 P/M
products. Both alloy's extruded products are characterized
by a fine grained structure with a fine, uniform second phase
dispersion.

Unidirectional hot pressed 2024-T351 P/M products have

strength properties equal to those of I/M, but with 19 %
improvements in the notch fatigue behavior at equal yield
strengths. Extruded 2024-T351 P/M products have strength
properties superior to artificially aged 2024-T851 I/M properties
with an 33 % improvement in the notch fatigue performance.

The improved grain growth resistance of these P/M alloys allows
retention of a favorable microstructure, and should permit out-
standing mechanical properties to be maintained during low
temperature metal working operations. Optimum processing
conditions for the P/M alloys are:

(1) Alr atomization of -100 mesh irregularly shaped powders,
preferably with APDs less than 100 um, to provide a fine
grained structure and a fine dispersion of the Mn and Cr
constituents.

(2) Long time vacuum preheat treatment at the solution heat

treatment temperature to sufficiently reduce the hydrogen



content, or shorter times at higher temperatures (time
and temperatures remain to be optimized for each alloy
but 24h at the solution heat-treatment temperature is

sufficient).

(3) Vacuum pressures of 1 Pa or better allow full mechanical
properties to be developed.

(4) Unidirectional hot pressing with 615 MPa and 10 min dwell
at 10 K below the solution heat-treatment temperature to
develop high strength and a near 100% dense product.

(5) Press extrusion with 20 : 1 or 25 : 1 reduction ratios at
a 643 K preheat temperature to develop optimum longitudinal
and transverse strength and ductility.

(6) Aging treatments similar to those used for the I/M alloys
are also optimum for P/M products.

P/M processing of 7075 has shown similar results, in the
longitudinal direction, to those for elimination of second
phases by special I/M processing. Namely, from a longitudinal
strength point of view, there is no advantage to P/M progessing
of 7075. However, just as special I/M processing provided
fracture toughness and transverse mechanical property improve-
ment in I/M 7075, so is the reduction of anisotropy anticipated
in P/M 7075. In addition to the increased recrystallization
resistance, it is also expected that the longitudinal notch
fatigue strength will be increased.
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{1 Future Research Effort

With the research efforts listed below, Phase I - the investiga-
tion of the processing prcperty relationship, will be cz=mmlete
and major attention will be devoted to microstructure analysis
: and the correlation of the processing - property - microstructure
; interrelationship.

Phase I
smooth fatigue response at equal strengths for 2024 P/M
alloy E and I/M allcy A

- 2024 P/M alloy's response to artificial aging (strength and
notch fatigue)

- effect of APD on the mechanical properties of 2024 P/M
proaucts (3trength, notch fatigue, 4-point bend fracture
toughness)

- evaluation of 7075-T6é hot pressed products and notch fatigue
response of 7075-T651 P/M alloy L and I/M alloy H

~e

- evaluation of a 6 : 1 extrusion ratio
- optimum solution temperature study P/M alloys E and L

- optimum homogenization-evacuation time/temperature/pressure
relationship to obtain a 4 ml of H2/1OO gr aluminum partial
pressure level and fine dispersion of the Mn and Cr dispersoids

- fracture mechanic and crack growth studies on P/M alloys D, E
and L in selected unidirectional hot pressed or hot worked !
~conditions

Phase II |
- optical metallography, SEM, and TEM characterization of the
various P/M and I/M structures

- microstructure evaluation and its relationship to alloy

5 processing, and properties: effect of oxide on recrystallization,
hEg grain size, grain growth, substructure stability, and dislocation
. density
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